Jabiru 2200 Modification by  Serial Number Reference

Recently, there have been questions raised by Jabiru 2200 owners as to the modification updates that apply to their engines. Also, for those builders shopping for a used engine, it is helpful to know which modifications apply to a particular serial number.

To assist both groups, I have listed below most, but not all, of the key changes, updates and modifications by serial number for reference. The source of this information is the Jabiru Parts Manual dated 10/12/00.

Early Style Engine using:

-     2 bolt valve covers

· Cylinder heads and barrels with flat mating surfaces

· Head gaskets used

· Angled bottom Cast intake 
 

22A001 – 22A106

Modified Early Style Engine using:

-     2 bolt valve covers


· Cylinder heads and barrels with recessed mating surfaces
· NO head gaskets used

· Angled bottom Cast intake 


22A107 – 22A224
Note: Recessed  heads and cylinders of this modified early style engine were also selectively used prior to  ser. # 22A107 on the following engines:


-     22A055 – 056

· 22A070 – 074

· 22A078 – 085

· 22A094 

· 22A099

· 22A100
Late Style Engine using:

· 4 bolt stamped valve covers (“Gold Top”)

· Cylinder heads and barrels with recessed mating surfaces

-     NO head gaskets used



22A225 – to present

Late style cylinder heads:


-     Standard fin heads



22A225 – 22A644


-     Extended fin heads



22A645 – 22A709


-     Offset fin heads




22A710 – to present

Late style intake manifolds:

-      Flat bottom Cast intake



22A225 – 22A698

-      Machined flat bottom  (higher flow intake) 
22A699 – to present

Connecting Rods:

-    Engines using Aluminum Connecting Rods
22A001 – 22A436

-    Engines using Steel Connecting Rods

22A437 – to present

Carburetors:

-     Engines using 32 mm Bing Carb


22A001 – 22A698

-     Engines using 40 mm Bing  Carb


22A699 – to present

Rocker Arms:

-     Engines using 10 mm wide rocker arms

22A001 – 22A188

-     Engines using 12 mm wide rocker arms

22A189 – 22A307

-     Engines using 15 mm wide rocker arms

22A308 – 22A658

-     Engines using late offset rocker arms

22A659 – to present

Starters:

-     Engines using standard duty starter motor
22A001 – 22A659

-     Engines using H.D. Bosch starter motor

22A660 – to present

Crankshaft Gear:


-    .250” wide gear




22A001 – 22A436


-    .312” wide gear




22A437 – to present

Push Rods:


-    Aluminum push rods



22A001 – 22A224


-    Steel push rods




22A225 – to present

Please use the above information at your own risk. 

It is for reference ONLY and may be in error.

Kerry Owen

